
REUSE & SAVE!

ENDMILL REGRIND 
PROGRAM
RECONDITIONING IS AN ECONOMICAL WAY TO SAVE 
MONEY WHILE HAVING NEW TOOL PERFORMANCE

STANDARD DELIVERY: 3-4 weeks after receipt
MINIMUM ORDER VALUE: $200 USD
PRICE: See the following page for endmill regrind list price

ENDMILL REGRIND 
PROGRAM
RECONDITIONING IS AN ECONOMICAL WAY TO SAVE 
MONEY WHILE HAVING NEW TOOL PERFORMANCE

 3-4 weeks after receipt

See the following page for endmill regrind list price

SHIP ALL REGRIND TOOLS TO:

MIRACLE TOOLS AMERICA
7739 Northwest Blvd., Davenport, Iowa 52806

ATTENTION: REGRIND Department
Your Purchase Order will need to specify an accurate description of this shipments’ contents. 

The PO needs to provide the quantity and part number of the endmill(s) being shipped.  
Not including this information will result in delays in processing your order.

For more information, please contact your  
District Manager or Customer Service: 800.991.4225



Customer Service: 800.991.4225
REGRIND-US-2025.9

MTA ENDMILL REGRIND  
& RECOAT PRICING
High Performance Carbide Endmills - Ends Only

LIST PRICE

Tool diameter Tool style / U.S. List Price (USD)

Metric Inch Square End Corner Radius Ball Nose

6mm - 9.5mm .2500-.3749 $29.40 $33.79 $34.97

9.6mm - 12.7mm .3750-.5000 $34.64 $39.11 $40.21

12.8mm - 19mm .5001-.7500 $53.31 $58.80 $60.15

19.1mm - 25mm .7501-1.0000 $77.47 $84.06 $85.75

• Pricing covers endmills of 2 - 8 flutes  
• More than 8 flutes to be quoted separately  
• Minimum 5 pieces of the same item 
• $200 USD minimum order billing
• Minimum regrind diameter 6mm  
• Peripheral regrind to be quoted separately  
• Rougher/chip breaker geometry to be quoted separately
• Salvage of heavily damaged tools to be quoted separately  
• Exact new tool geometry and accuracy will not be maintained  
• Coating applied will be MTA AlCrN coating  
• Tool performance will not be guaranteed  
• MTA will not compensate if endmill regrind fails  
• MTA will not compensate if endmill is broken during regrinding

Before Cutting Operation  
(Before & After Regrinding)

New Tool	 1st Regrind	 2nd Regrind

After Shoulder Milling Application. 304 Stainless
RPM: 2000 / IPM: 22.80” / ap: 0.750” / ae: 0.150” / Length of cut: 500.00” 

New Tool	 1st Regrind	 2nd Regrind

VQ - Average Regrind Removal
What can be expected after regrind process?
• How much will over-all-length change? Average: 0.070”. (More if chipped or damaged)

• How much will the diameter change? Average: 0.020”. (More if chipped or damaged)

• Average increase in machine horse power? 1%

Pricing is valid until 12/31/2026


